KAPTON HYBRYD BUS ASSEMBLY FOR PHOBOS SILICON SENSOR

TOP ARTWORK LAYER

BOTTOM ARTWORK LAYER

1MIL THICK KAPTON WITH 1/2 OZ COPPER ON BOTH SIDES

EPOXY EXTENDED SUPPORT FOR KAPTON CABLE

20,000

2,819

1/2MIL EPOXY GLUE

1/2MIL THICK PLAIN KAPTON FOR ELECTRICAL ISOLATION

125

940

32MIL THICK FR4 BLOCK FOR KAPTON CABLE STIFFING SUPORT

IN THIS AREA BONDABLE GOLD OVER NICKEL

IN THIS AREA BONDABLE GOLD
OVER NICKEL

790

ORDER AND SYMBOL OF LAYERS:

- TOP SILK TSK
- TOP MASK T™MS
- TOP LAYER TOP
-BOTTOM LATER BOT
-BOTTOM MASK BMS
-BOTTOM SILK  BSK

NOTE 4: KEEP 100 OHM IMPEDANCE FOR 10MIL AND 20 MIL LAYER LINES IF POSSIBLE

NOTE 1: DRAWING IS NOT IN SCALE
NOTE 2: ALL DIMENSIONS ARE IN MILS

MIT / BATES / RHIC / STAR EXPERIMENT
21 MANNING ROAD
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