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June 28, 2006

P-CAD Bill of Materials for one KAPTON HYBRID / KHC_Z.

This Hybrid will be used as a Readout Pre-Prototype from Phobos Silicon Sensor for test purpose to
evaluate this option for readout in STAR EXPERIMENT PROJECT.

FOR HERE UNDER COMPONENTS PAY FROM STAR ACCOUNT #6900115

Count ComponentName RefDes PatternName Value Order from

6 APV25 DIE U1 7X8mm~2 APV25-S1 CERN
U2
UK
u4
us
u6

2 CAPACITOR C19 0201 10nF 478-1051-1-ND
C20

1 CAPACITOR C21 0201 22nF 478-1054-1-ND

18 CAPACITOR C1 0201 100nF 587-1183-1-ND
C2
C3
C4
C5
C6
c7
C8
Cc9
C10
Cl1
C12
C13
C14
C15
C16
C17
C18

1 CAPACITOR C23 0805 470nF/100V 490-3326-1-ND

2 POLCAP C22 POLCAP 2.2uF PCS2225CT-ND
C24

1 RESISTOR R7 1206 10K P10.0KAFCT-ND

2 RESISTOR R13 0201 10K P10KAGCT-ND
R14



10 RESISTOR R1 0201 100 ohm P100AGCT-ND
R2
R3
R4
RS
R6
R8
R9
R10
R11

1 RESISTOR R12 0201 560 ohm RHMS560AGCT-ND

1 SAMTEC CONNECT P1 SOC34SAM SFMC-117-L3-S-D
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